
Designed & Engineered in Italy

E002

STREET
LIGHT
solar & grid



STREET LIGHT  

GRID Type

⚫ CUNEO Series
 • SLA0 048 CN0 001
 • SLA0 048 CN0 002
 • SLA0 048 CN0 003
 • SLA0 048 CN0 004
 • SLA0 048 CN0 005
 • SLA0 048 CN0 006
 • SLA0 048 CN0 007
 
⚫ GENOVA Series
 • SLA0 048 GE0 001
 • SLA0 048 GE0 002

⚫ LODI Series
 • SLA0 048 LO0 001

⚫ MODENA Series
 • SLA0 048 MO0 001
 • SLA0 048 MO0 002
 • SLA0 048 MO0 003

⚫ MONZA Series
 • SLA0 048 MB0 001

ALL IN ONE Type
⚫ BELLUNO Series
 • SLS1 048 BL0 001
 • SLS1 048 BL0 002
 • SLS1 048 BL0 003

⚫ BOLZANO Series
 • SLS1 048 BZ0 001

⚫ COMO Series
 • SLS1 048 CO0 001
 
⚫ GENOVA Series
 • SLS1 048 GE0 001

⚫ MANTOVA Series
 • SLS1 048 MN0 001
 • SLS1 048 MN0 002
 • SLS1 048 MN0 003
 • SLS1 048 MN0 004

⚫ RIMINI Series
 • SLS1 074 RNR 001
 • SLS1 074 RNR 002
 • SLS1 074 RNR 003
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ALL IN TWO Type
⚫ ANCONA Series
 • SLS2 048 AN0 001

⚫ CREMONA Series
 • SLS2 048 CR0 001
 • SLS2 048 CR0 002

⚫ MILANO Series
 • SLS2 011 MI0 001
 • SLS2 011 MI0 002

⚫ PIACENZA Series
 • SLS2 048 PC0 001
 • SLS2 048 PC0 002
 • SLS2 048 PC0 003
 • SLS2 048 PC0 004

⚫ ROMA Series
 • SLS2 011 RM0 001
 • SLS2 011 RM0 002

⚫ SIENA Series
 • SLS2 048 SI0 001

⚫ TRIESTE Series
 • SLS2 048 TS0 001

⚫ VENEZIA Series
 • SLS2 011 VE0 001
 • SLS2 011 VE0 002

SPLIT Type
⚫ ANCONA Series
 • SLS3 048 AN0 001

⚫ CUNEO Series
 • SLS3 048 CN0 001
 • SLS3 048 CN0 002
 • SLS3 048 CN0 003
 • SLS3 048 CN0 004

⚫ LODI Series
 • SLS3 048 LO0 001
 • SLS3 048 LO0 002

⚫ MODENA Series
 • SLS3 048 MO0 001
 • SLS3 048 MO0 002
 • SLS3 048 MO0 003

⚫ PIACENZA Series
 • SLS3 048 PC0 001
 • SLS3 048 PC0 002
 • SLS3 048 PC0 003

⚫ TRIESTE Series
 • SLS3 048 TS0 001
 • SLS3 048 TS0 002

⚫ VERONA Series
 • SLS3 074 VRR 001
 • SLS3 074 VRR 002
 • SLS3 074 VRR 003
 • SLS3 074 VRR 004 
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STREET LIGHT 
CUNEO Series
SLA0 048 CN0 001 / SLA0 048 CN0 002 / SLA0 048 CN0 003 / SLA0 048 CN0 004

645*295*144 mm 645*295*144 mm 

ITEM SPECIFICATIONS

Product Model SLA0 048 CN0 001 SLA0 048 CN0 003

Lumen 12240Lm 15300Lm 18360Lm 22950Lm

LED Power 80W 100W 120W 150W

Suggested Installation 8-10M 9-11M 10-12M 10-12M

Lamp Size 645*295*144 mm 775*320*150 mm 

SLA0 048 CN0 002 SLA0 048 CN0 004

System Voltage AC 90V~305V

Frequency Range 50~60 Hz

Working Temperature -40°C to 60°C

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Warranty 3 years

AC power

IP65 RoHS ISO9001IK08 *r
e
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AC power

ITEM SPECIFICATIONS

Product Model SLA0 048 CN0 005 SLA0 048 CN0 006 SLA0 048 CN0 007

Lumen 27540Lm 30600Lm 36720Lm

LED Power 180W 200W 240W

Suggested Installation 12-15M >15M >15M

System Voltage AC 90V~305V

Frequency Range 50~60 Hz

Working Temperature -40°C to 60°C

Material Profile aluminium + die-cast aluminium

Lamp Size 775*320*150 mm

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Warranty 3 years

STREET LIGHT 
CUNEO Series
SLA0 048 CN0 005 / SLA0 048 CN0 006 / SLA0 048 CN0 007

IP65 RoHS ISO9001IK08 *r
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STREET LIGHT 
GENOVA Series
SLA0 048 GE0 001 / SLA0 048 GE0 002

ITEM SPECIFICATIONS

System Voltage AC 90V ~ 305V

Frequency Range 50 ~ 60Hz

Working Temperature -10°C to 60°C

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Warranty 3 years

Product Model SLA0 048 GE0 001 SLA0 048 GE0 002

Lumen 4590Lm 7650Lm

LED Power 30W 50W

Lamp Size 612*480*390mm 612*480*390mm

Suggested Installation 3-5M 5-8M

AC power
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STREET LIGHT 
LODI Series
SLA0 048 LO0 001

ITEM SPECIFICATIONS

Product Model SLA0 048 LO0 001

LED Power 60W

Lumen 9180Lm

Lamp Size 670*250*92mm

Suggested Installation 6-8M

Working Temperature -10°C to 60°C

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Warranty 3 years

AC power

IP65 RoHS ISO9001IK08 *r
e
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Product Model SLA0 048 MO0 001 SLA0 048 MO0 002 SLA0 048 MO0 003

Lumen 22950Lm 33660Lm 45900Lm

LED Power 150W 220W 300W

Suggested Installation 10-12M >15M >15M

ITEM SPECIFICATIONS

System Voltage AC 90V~305V

Frequency Range 50~60 Hz

Working Temperature -10°C to 60°C

Lamp Size 672*341*122mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Warranty 3 years

STREET LIGHT 
MODENA Series
SLA0 048 MO0 001 / SLA0 048 MO0 002 / SLA0 048 MO0 003

341

672

AC power
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STREET LIGHT 
MONZA Series
SLA0 048 MB0 001

ITEM SPECIFICATIONS

Product Model SLA0 048 MB0 001

Lumen 4590Lm

LED Power 30W

Mount Diameter Ø60

Suggested Installation 3-5M

Lamp Size 455*264*127mm

System Voltage AC 90V~305V

Frequency Range 50~60 Hz

Working Temperature -10°C to 60°C

Material Profile aluminium + die-cast aluminium

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Warranty 3 years

AC power

IP65 RoHS ISO9001IK08 *r
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STREET LIGHT 
BELLUNO Series
SLS1 048 BL0 001 / SLS1 048 BL0 002 / SLS1 048 BL0 003

ITEM SPECIFICATIONS

Product Model SLS1 048 BL0 001 SLS1 048 BL0 002 SLS1 048 BL0 003

Lumen 9180Lm 12240Lm 18360Lm

LED Power 60W 80W 120W

Mount Diameter Ø60 Ø60 Ø76

Suggested Installation 6-9M 8-10M 10-12M

Lamp Size 1010*680*90 mm 1980*680*90 mm 1980*680*90 mm

Working Temperature -10°C to 60°C

Material Profile aluminium + die-cast aluminium

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

All in one

IP65 RoHS ISO9001IK08 *r
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STREET LIGHT 
BOLZANO Series
SLS1 048 BZ0 001

ITEM SPECIFICATIONS

Product Model SLS1 048 BZ0 001

Lumen 1200Lm

LED Power 10W

Suggested Installation 2-3M

Working Temperature -10°C to 60°C

Lamp Size 835*202*88mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø76

Luminous Efficiency 120Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 3 days

Battery Type LifePO4

Warranty 3 years

202

835

All in one

12
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All in one

STREET LIGHT 
COMO Series
SLS1 048 CO0 001 

ITEM SPECIFICATIONS

Product Model SLS1 048 CO0 001

Lumen 1200Lm

LED Power 10W

Suggested Installation 2-3M

Working Temperature -10°C to 60°C

Lamp Size 661*188*67mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Wall mounted

Luminous Efficiency 120Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

IP65 RoHS ISO9001IK08 *r
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All in one

ITEM SPECIFICATIONS

Product Model SLS1 048 GE0 001

Lumen

10WLED Power

1530Lm

Lamp Size 612*480*390mm

Suggested Installation 2-3M

Working Temperature -10°C to 60°C

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 3 days

Battery Type LifePO4

Warranty 3 years

STREET LIGHT 
GENOVA Series
SLS1 048 GE0 001
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All in one

STREET LIGHT 
MANTOVA Series
SLS1 048 MN0 001 / SLS1 048 MN0 002 / SLS1 048 MN0 003 / SLS1 048 MN0 004

1357

51
8

ITEM SPECIFICATIONS

Product Model 

Lumen 4590Lm 6120Lm 7650Lm 9180Lm

LED Power 30W 40W 50W 60W

Mount Diameter Ø60 Ø60 Ø76 Ø76

Suggested Installation 3-5M 4-7M 5-8M 6-9M

Lamp Size (mm) 1090*423*207 1090*423*207 1357*518*173 1357*518*173 

Working Temperature -10°C to 60°C

Material Profile aluminium + die-cast aluminium

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

SLS1 048 MN0 001 SLS1 048 MN0 002 SLS1 048 MN0 003 SLS1 048 MN0 004
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STREET LIGHT 
RIMINI Series
RIMINI Series is a solar photovoltaic street lamp that passed CE, UL and other international certifications. Wiring free, 
easy to install, high charging efficiency, strong endurance and outstanding light efficiency are the main 
advantages of RIMINI Series is provided with a large capacity lithium battery and solar pv both built in.

CONVENIENT INSTALLATION All in one solar light means the solar panel is embedded in the lamp body. This design 
eliminates complex installation accessories such as brackets and it increases installation efficiency in many 
applications.

SMART POWER MANAGEMENT SYSTEM, EXTRALONG BATTERY LIFE  RIMINI Series has a smart power management system 
that allows identify the amount of charging per day and  independently adjust the capacity to achieve a higher 
charging efficiency.

Lighting mode*

*Note: the brightness is 70% of radar mode during in 2+X/3+X mode. In constant light mode, 2+X mode, 3+X mode, when the power is 
lower than 20%, the system will automatically switch to radar mode.

POWER REDUCTION MODES ON TIME

1h 2h/3h 4h/5h 6h

Auto mode 100-80% 80-60% 60-50% 50-40%

2+X/3+X 100-80% 80-60% 60-50% 50-40%

Always mode 100-80% 80-60% 60-50% 50-40%

All in one

30%

30%

30%

6h to morning

RoHSIP65 ISO9001 *r
e

v 
06

/2
02

3 
 /

  *
*T

h
e

 in
fo

rm
a

tio
n

 c
o

n
ta

in
e

d
 in

 th
is

 d
a

ta
sh

e
e

t m
a

y 
c

h
a

n
g

e
 w

ith
o

u
t n

o
tic

e
.

www.enetra.it



STREET LIGHT  
RIMINI Series

EFFICIENT QUICK CHARGING SCHEME RIMINI Series adopts the latest quick charging scheme for a real charging 
efficiency.

MULTIPLE FUNCTIONAL SOLUTIONS  RIMINI Series has three brightness, a radar mode, a constant lighting mode.

REMOTE CONTROL Three Brightness Modes 
• AUTO mode means radar mode for all night. This mode is the brightest and the discharging time is more than 5 
days.
• Switch to radar mode after constant light mode. The buttons “2+X”, “3+X” means switching to radar mode after 2 
or 3 hours constant lighting. The brightness of this mode is 70% of radar mode for all night.
• Always mode means constant lighting for all night. The brightness of this mode is 70% of radar mode for all night.

Note 
1.Pressing the key “AUTO” the light will automatically turn on in the dark and turn 
off to charge in the day.
2.The remote control has memory function, you can set according to your 
preference.
3.The brightness is 70% of radar mode during in constant lighting mode, 2 hours 
constant lighting mode, 3 hours constant lighting mode.
4.The remote control has memory function, you can set only once.

Packing list 

Model Box 
size 

Outer 
box size

Packing 
number

Gross
weight

Net 
weight

SLS1 074 RNR 001 53,6*6,8*37,2cm 54*36*29cm 5pcs 12Kg 10Kg

SLS1 074 RNR 002 64,6*6,8*30,2cm 66*37*32cm 5pcs 14,8Kg 12,75Kg

SLS1 074 RNR 003 75,6*6,9*30,2cm 76*37*32cm 5pcs 17,75Kg 15,5Kg

Lamppost *** 55*40*40cm 30pcs 22,5Kg 21Kg

All in one

Increase 
the brightness

50% brightness

Turn On/Off of monitor

Switch to radar mode 
after 3h

Off
100% brightness
Radar mode for all night
Decrease the brightness

Constant lighting mode

Switch ro radar mode 
after 2h

On

Reset Button
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STREET LIGHT 
RIMINI Series
SLS1 074 RNR 001
RIMINI Series is a solar photovoltaic street lamp that passed CE, UL and other international certifications. Wiring free, 
easy to install, high charging efficiency, strong endurance and outstanding light efficiency are the main advantages 
of RIMINI Series. It is provided with a large capacity lithium battery and solar pv both built in.

ITEM SPECIFICATIONS

Product Model SLS1 074 RNR 001

Lamp Body Material ABS

Led Power 100W

Lens Material PC

Lamp Body Size 530*270*70mm

Number of LED 360pcs

Battery Capacity 12000mAh

Solar Panel 4V/10W (420*210mm)

Duration of Light 5 rainy days 

Discharge Current 2.5A

Luminous Flux 1081lm

ACCESSORIES

Black Pole - OPTIONAL Ø50*500mm - SL00 074 RNP 001  

Remote Control - INCLUDED 3 Brightness modes

SPECIFICATIONS

270mm

All in one

IP65 RoHS ISO9001

On

Increase the brightness
50% brightness

Turn On/Off of monitor

Switch to radar mode
after 3 h

Off
100% brightness
Radar mode for all night
Decrease the brightness

Constant lighting mode
Reset Button

Switch to radar mode
after 2 hours
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RIMINI Series is a solar photovoltaic street lamp that passed CE, UL and other international certifications. Wiring free, 
easy to install, high charging efficiency, strong endurance and outstanding light efficiency are the main advantages 
of RIMINI Series. It is provided with a large capacity lithium battery and solar pv both built in.

STREET LIGHT 
RIMINI Series
SLS1 074 RNR 002

ITEM SPECIFICATIONS

Product Model SLS1 074 RNR 002

Lamp Body Material ABS

Led Power 200W

Lens Material PC

Lamp Body Size 645*300*70mm

Number of LED 480pcs

Battery Capacity 18000mAh

Solar Panel 4V/15W (535*210mm)

Duration of Light 5 rainy days 

Discharge Current 3.5A

Luminous Flux 1573lm

ACCESSORIES

Black Pole - OPTIONAL Ø50*500mm - SL00 074 RNP 001  

Remote Control - INCLUDED 3 Brightness modes

SPECIFICATIONS

300mm

All in one

IP65 RoHS ISO9001

On

Increase the brightness
50% brightness

Turn On/Off of monitor

Switch to radar mode
after 3 h

Off
100% brightness
Radar mode for all night
Decrease the brightness

Constant lighting mode
Reset Button

Switch to radar mode
after 2 hours

*r
e

v 
06

/2
02

3 
 /

  *
*T

h
e

 in
fo

rm
a

tio
n

 c
o

n
ta

in
e

d
 in

 th
is

 d
a

ta
sh

e
e

t m
a

y 
c

h
a

n
g

e
 w

ith
o

u
t n

o
tic

e
.

www.enetra.it



RIMINI Series is a solar photovoltaic street lamp that passed CE, UL and other international certifications. Wiring free, 
easy to install, high charging efficiency, strong endurance and outstanding light efficiency are the main 
advantages of RIMINI Series. It is provided with a large capacity lithium battery and solar pv both built in.

ITEM SPECIFICATIONS

Product Model SLS1 074 RNR 003

Lamp Body Material ABS

300W

Lens Material PC

Lamp Body Size 750*300*70mm

Number of LED 600pcs

Battery Capacity 24000mAh

Solar Panel 4V/18W (635*210mm)

Duration of Light 5 rainy days 

Discharge Current 4.5A

Luminous Flux 2136lm

STREET LIGHT 
RIMINI Series
SLS1 074 RNR 003

ACCESSORIES

Black Pole - OPTIONAL Ø50*500mm - SL00 074 RNP 001  

Remote Control - INCLUDED 3 Brightness modes

SPECIFICATIONS

300mm

All in one

Led Power

IP65 RoHS ISO9001

On

Increase the brightness
50% brightness

Turn On/Off of monitor

Switch to radar mode
after 3 h

Off
100% brightness
Radar mode for all night
Decrease the brightness

Constant lighting mode
Reset Button

Switch to radar mode
after 2 hours

*r
e

v 
06

/2
02

3 
 /

  *
*T

h
e

 in
fo

rm
a

tio
n

 c
o

n
ta

in
e

d
 in

 th
is

 d
a

ta
sh

e
e

t m
a

y 
c

h
a

n
g

e
 w

ith
o

u
t n

o
tic

e
.

www.enetra.it



ITEM SPECIFICATIONS

Product Model SLS2 048 AN0 001

Lumen 6120Lm

LED Power 40W

Suggested Installation 4-7M

Working Temperature -10°C to 60°C

Lamp Size 680*270*98mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Poly Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

STREET LIGHT 
ANCONA Series
SLS2 048 AN0 001

All in two
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STREET LIGHT 
CREMONA Series
SLS2 048 CR0 001 / SLS2 048 CR0 002 

ITEM SPECIFICATIONS

Product Model SLS2 048 CR0 001 SLS2 048 CR0 002

Lumen 3060Lm 4590Lm

LED Power 20W 30W

Suggested Installation 2-4M 3-5M

Working Temperature -10°C to 60°C

Lamp Size 518*260*110mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø50

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Poly Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

���

All in two
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STREET LIGHT 
MILANO Series
SLS2 011 MI0 001 / SLS2 011 MI0 002
MILANO Series is an integrated solar street light combined with ultra brightness Philips LED source, intelligent 
programmable MPPT controller and lifePO4 battery pack, it can work continuously because the solar panel is 
separated from the light head. The lighting schedule can be changed from the remote control to save more energy.

SLS2 011 MI0 002

LED Power 30Watts 50Watts

Liminous Flux >4,800lm >6,800lm

Net Weight 8,2kg 9,4kg

LifePO4 Battery 12.8V 307WH 12.8V 460WH

Solar Panel 18V60-80W/customized 18V100W/customized

LED Source 72pcs smd3030 90pcs smd3030

Fixture Material die-cast aluminium

Fixture Color grey/customzied

Lamp Size 568*250*92mm

Beam Angle 145*75°

Battery Lifetime >2000 cycles

Lighting Program Smart energy control
Charge Controller MPPT by SRNE

Remote Control available

Working Temperature -20°C ~  75°C

IP Rate IP65

Warranty 3 years

SLS2 011 MI0 001Product Model

SPECIFICATIONSITEM

SPECIFICATIONSITEM
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STREET LIGHT 
PIACENZA Series
SLS2 048 PC0 001 / SLS2 048 PC0 002 / SLS2 048 PC0 003 / SLS2 048 PC0 004

ITEM SPECIFICATIONS

Product Model SLS2 048 PC0 001 SLS2 048 PC0 002 SLS2 048 PC0 003 SLS2 048 PC0 004

Lumen 6120Lm 7650Lm 9180Lm 10710Lm

LED Power 40W 50W 60W 70W

Suggested Installation 4-7M 5-8M 6-9M 7-9M

Working Temperature -10°C to 60°C

Lamp Size 690*310*130mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

All in two
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STREET LIGHT 
ROMA Series
SLS2 011 RM0 001 / SLS2 011 RM0 02
ROMA Series provides a continuous and ultra high brightness output for the street market. LifePO4 battery pack can 

reach more than 10 years in power saving mode. Roma equips 64 pieces of SMD5050 and is powered by constant 

voltage and lower current to achieve exceptional light output up to 180 lm/W.

SLS2 011 RM0 002

LED Power 60Watts 80Watts

Liminous Flux >8,800lm >12,800lm

Net Weight 12,7kg 14,8kg

LifePO4 Battery 12.8V 538WH 12.8V 768WH

Solar Panel 18V120W/customized 18V150W/customized

LED Source 64pcs smd5050 64pcs smd5050

Fixture Material die-cast aluminium

Fixture Color grey/customzied

Lamp Size 678*276*102mm

Beam Angle 145*75°

Battery Lifetime >2000 cycles

Lighting Program Smart energy control
Charge Controller MPPT by SRNE

Remote Control available

Working Temperature -20°C ~  75°C

IP Rate IP65

Warranty 3 years

SLS2 011 RM0 001Product Model

SPECIFICATIONSITEM

SPECIFICATIONSITEM
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STREET LIGHT 
SIENA Series
SLS2 048 SI0 001

ITEM SPECIFICATIONS

Product Model SLS2 048 SI0 001

Lumen 4590Lm

LED Power 30W

Suggested Installation 3-5M

Working Temperature -10°C to 60°C

Lamp Size 540*220*108mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Poly Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

All in two
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STREET LIGHT 
TRIESTE Series
SLS2 048 TS0 001

ITEM SPECIFICATIONS

Product Model SLS2 048 TS0 001

Lumen 6120Lm

LED Power 40W

Suggested Installation 4-7M

Working Temperature -10°C to 60°C

Lamp Size 670*270*118mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Poly Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

All in two
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STREET LIGHT 
VENEZIA Series
SLS2 011 VE0 001 / SLS2 011 VE0 002
VENEZIA Series solar led street light head was developed for street lighting requiring ultra-high brightness and 

long-term continuous output. The lifepo4 battery pack and the high efficiency MPPT regulator are integrated inside 

the lamp. The duration is over 3000 cycles of about 8/10 years.

SLS2 011 VE0 002

LED Power 100Watts 120Watts

Liminous Flux >14,800lm >16,800lm

Net Weight 17,3kg 19,5kg

LifePO4 Battery 25.6V 921WH 25.6V 1075H

Solar Panel 36V200W/customized 36V260W/customized

LED Source 64pcs smd5050 64pcs smd5050

Fixture Material die-cast aluminium

Fixture Color grey/customzied

Lamp Size 800*310*116mm

Beam Angle 145*75°

Battery Lifetime >2000 cycles

Lighting Program Smart energy control
Charge Controller MPPT by SRNE

Remote Control available

Working Temperature -20°C ˜  75°C

Warranty 3 years

SLS2 011 VE0 001Product Model

SPECIFICATIONSITEM

SPECIFICATIONSITEM
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STREET LIGHT 
ANCONA Series
SLS3 048 AN0 001

ITEM SPECIFICATIONS

Product Model SLS3 048 AN0 001

Lumen 9180Lm

LED Power 60W

Suggested Installation 6-9M

Working Temperature -10°C to 60°C

Lamp Size 680*270*98mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

Split 
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ITEM SPECIFICATIONS

Product Model 

Lumen 12240Lm 15300Lm 18360Lm 22950Lm

LED Power 80W 100W 120W 150W

Suggested Installation 8-10M 9-11M 10-12M 10-12M

Lamp Size (mm) 645*295*144 645*295*144 645*295*144 775*320*150 

Working Temperature -10°C to 60°C

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

STREET LIGHT 
CUNEO Series
SLS3 048 CN0 001 / SLS3 048 CN0 002 / SLS3 048 CN0 003 / SLS3 048 CN0 004

Split 

IP65 RoHS ISO9001IK08

SLS3 048 CN0 003SLS3 048 CN0 001 SLS3 048 CN0 002 SLS3 048 CN0 004
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STREET LIGHT 
LODI Series
SLS3 048 LO0 001 / SLS3 048 LO0 002

ITEM SPECIFICATIONS

Working Temperature -10°C to 60°C

Lamp Size 670*250*92mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø48

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

Product Model SLS3 048 LO0 001 SLS3 048 LO0 002

LED Power 40W 60W

Lumen 6120Lm 9180Lm

Suggested Installation 4-7M 6-9M

Split 
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122
341

672

ITEM SPECIFICATIONS

Product Model SLS3 048 MO0 001 SLS3 048 MO0 002 SLS3 048 MO0 003

Lumen 12240Lm 18360Lm 22950Lm

LED Power 80W 120W 150W

Suggested Installation 8-10M 10-12M 10-12M

Working Temperature -10°C to 60°C

Lamp size 672*341*122mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

STREET LIGHT 
MODENA Series
SLS3 048 MO0 001 / SLS3 048 MO0 002 / SLS3 048 MO0 003

Split 
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STREET LIGHT 
PIACENZA Series
SLS3 048 PC0 001 / SLS3 048 PC0 002 / SLS3 048 PC0 003

ITEM SPECIFICATIONS

Product model SLS3 048 PC0 001 SLS3 048 PC0 002 SLS3 048 PC0 003
Lumen 12240Lm 15300Lm 18360Lm

LED power 80W 100W 120W

Suggested Installation 8-10M 9-11M 10-12M

Working Temperature -10°C to 60°C

Lamp Size 690*310*130mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

Split 
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IP65 RoHS ISO9001IK08

STREET LIGHT 
TRIESTE Series
SLS3 048 TS0 001 / SLS3 048 TS0 002

ITEM SPECIFICATIONS

Product Model SLS3 048 TS0 001 SLS3 048 TS0 002

Lumen 6120Lm 9180Lm

LED Power 40W 60W

Suggested Installation 4-7M 6-9M

Working Temperature -10°C to 60°C

Lamp Size 670*270*120mm

Material Profile aluminium + die-cast aluminium

Mount Diameter Ø60

Luminous Efficiency 153Lm/W

CRI Ra70

Color Temperature 3000K/4000K/5700K/6500K

Solar Panel Mono Crystalline

Battery Rainy Back-up 2 days

Battery Type LifePO4

Warranty 3 years

Split 
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IP65 RoHS ISO9001

STREET LIGHT 
VERONA Series
HIGH LUMEN, BRIGHTNESS INCREASE BY 30%  VERONA Series adopts LED optical lens that can effectively gather the light of 
the light source to improve the brightness and reduce the light loss.

LARGE LUMINOUS ANGLE, 25% INCREASE IN IRRADIATION AREA Through professional optical design, VERONA Series is 
equipped with an optical lens of 150 * 70, and the luminous angle is at the same installation height, 25% larger than the 
traditional 120 degree irradiation area.

PMOS CHARGING, CHARGING EFFICIENCY INCREASE BY 20% VERONA Series solar uses a solar controller PWM and P-MOS 
charging, a unique and very efficient charge/discharge management system. The charging efficiency is increased 
by 20%.

INTELLIGENT POWER MANAGEMENT SYSTEM, AUTOMATIC DISTRIBUTION OF ELECTRICITY AT NIGHT VERONA Series has a smart 
power management to get high charging efficiency. The system actively identifies the daily recharge and 
independently rations it for safety in the event of cloudy or rainy days.

POWER REDUCTION MODES ON TIME

0-0,5h 0,5-2h 2-4h 5h 5h to morning

Normal Mode 100-80% 80-60% 60-50% 50-40% 40-30%

*Note: the lens of this product can be used normally in the high temperature range of 125°C and the low temperature of - 40°C. The 
lens will not turn yellow and will not get brittle within 5 years. The material has passed many international certifications.

Lighting mode*

Split 
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IP65 RoHS ISO9001

STREET LIGHT 
VERONA Series
REMOTE CONTROL LIGHT OPERATED MODE Automatic light control mode: connect the lamp cap with the solar panel, 
press the AUTO key and the light will turn on automatically in the dark and turn off when it is bright. The key has 
memory mode, only need to set once. The specific functions of other remote control modes are illustrated in the 
figure below.

Packing list 

Model Box
size 

Outer
box size

Packing
number

Gross
weight

Net
weight

SLS3 074 VRR 001 58*40,5*13cm 59*55*42cm 4pcs 24,8Kg 21,6Kg

SLS3 074 VRR 002 63*40,5*13cm 64*55*42cm 4pcs 27,4Kg 23,8Kg

SLS3 074 VRR 003 70*42,5*13cm 71,5*41*44cm 3pcs 23,6Kg 20,1Kg

SLS3 074 VRR 004 71,5*51*14cm 73*30*52cm 2pcs 18,6Kg 15,3Kg

Turn on
Reserved key

Turn off
Brightness +
Brightness 
adjustment

Turn off the 
lights within 5h

Reserved key

Half bright mode
Light control mode

Brightness 
adjustment

Turn off the 
lights within 3h

Turn off the 
lights within 8h

Split 
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Split 

STREET LIGHT 
VERONA Series
VERONA Series inherits the future sense of science and technology breaking through the traditional concept of 
outdoor lighting to create a new visual style.
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430mm

STREET LIGHT 
VERONA Series
SLS3 074 VRR 001
VERONA Series is a high-quality solar photovoltaic street lamp that passed CE, UL, and other multiple international 
certifications. Wiring free, easy to install", high charging efficiency, strong endurance and eoutstanding light 
efficiency are the main advantages. VERONA Series is equipped with a solar panel which can absorb solar energy, 
convert it into electric energy and recharge the installed lithium battery that provide the energy to the lamp.

ACCESSORIES

Remote control - INCLUDED

ITEM SPECIFICATIONS

Product Model SLS3 074 VRR 001

Lamp Body Material
Led Power 100W

Die - casting aluminium

Lens Material Polycarbonate

Lamp Body Size 520*260*80mm

Number of LED 192pcs

Battery Capacity 18000mAh

Photovoltaic Panel 5V/25W (430*350mm)

Discharge Time +18h

Discharge Current 3.3V/2.5A

Luminous Flux 1150lm

Turn on
Reserved key

Turn off
Brightness +
Brightness 
adjustment

Turn off the 
lights within 5h

Reserved key

Half bright mode
Light control mode

Brightness 
adjustment

Turn off the 
lights within 3h

Turn off the 
lights within 8h

Split 

IP65 RoHS ISO9001 *r
e

v 
06

/2
02

3 
 /

  *
*T

h
e

 in
fo

rm
a

tio
n

 c
o

n
ta

in
e

d
 in

 th
is

 d
a

ta
sh

e
e

t m
a

y 
c

h
a

n
g

e
 w

ith
o

u
t n

o
tic

e
.

www.enetra.it



39

580mm

STREET LIGHT 
VERONA Series
SLS3 074 VRR 002
VERONA Series is a high-quality solar photovoltaic street lamp that passed CE, UL, and other multiple international 
certifications. Wiring free, easy to install", high charging efficiency, strong endurance and eoutstanding light 
efficiency are the main advantages. VERONA Series is equipped with a solar panel which can absorb solar energy, 
convert it into electric energy and recharge the installed lithium battery that provide the energy to the lamp.

ITEM SPECIFICATIONS

Product Model SLS3 074 VRR 002

Lamp Body Material Die - casting aluminium

Lens Material Polycarbonate

Lamp Body Size 520*260*80mm

Number of LED 192pcs

Battery Capacity 30000mAh

Photovoltaic Panel 5V/35W (580*350mm)

Discharge Time +18h

Discharge Current 3.3V/4.2A

Luminous Flux 2200lm

Split 

RoHS ISO9001IP65

ACCESSORIES

Remote control - INCLUDED Turn on
Reserved key

Turn off
Brightness +
Brightness 
adjustment

Turn off the 
lights within 5h

Reserved key

Half bright mode
Light control mode

Brightness 
adjustment

Turn off the 
lights within 3h

Turn off the 
lights within 8h

Led Power 200W
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Split 

630mm

STREET LIGHT 
VERONA Series
SLS3 074 VRR 003
VERONA Series is a high-quality solar photovoltaic street lamp that passed CE, UL, and other multiple international 
certifications. Wiring free, easy to install", high charging efficiency, strong endurance and eoutstanding light 
efficiency are the main advantages. VERONA Series is equipped with a solar panel which can absorb solar energy, 
convert it into electric energy and recharge the installed lithium battery that provide the energy to the lamp.

ITEM SPECIFICATIONS

Product Model SLS3 074 VRR 003

Lamp body material Die - casting aluminium

Lens material Polycarbonat

Lamp Body Size 600*300*80mm

Number of LED 300pcs

Battery Capacity 36000mAh

Photovoltaic Panel 5V/40W (630*350mm)

Discharge Time Two rainy days

Discharge Current 3.3V/4.8A

Luminous Flux 2600lm

IP65 RoHS ISO9001

ACCESSORIES

Remote control - INCLUDED Turn on
Reserved key

Turn off
Brightness +
Brightness 
adjustment

Turn off the 
lights within 5h

Reserved key

Half bright mode
Light control mode

Brightness 
adjustment

Turn off the 
lights within 3h

Turn off the 
lights within 8h

Led Power 300W
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630mm

STREET LIGHT 
VERONA Series
SLS3 074 VRR 004
VERONA Series is a high-quality solar photovoltaic street lamp that passed CE, UL, and other multiple international 
certifications. Wiring free, easy to install", high charging efficiency, strong endurance and eoutstanding light 
efficiency are the main advantages. VERONA Series is equipped with a solar panel which can absorb solar energy, 
convert it into electric energy and recharge the installed lithium battery that provide the energy to the lamp.

ITEM SPECIFICATIONS

Product Model SLS3 074 VRR 004

Lamp Body Material Die - casting aluminium

Lens Material Polycarbonat

Lamp Body Size 600*300*80mm

Number of LED 300pcs

Battery Capacity 48000mAh

Photovoltaic Panel 5V/50W (670*445mm)

Discharge Time Two rainy days

Discharge Current 3.3V/5.A

Luminous Flux 3000lm

IP65 RoHS ISO9001

Led Power 400W
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www.enetra.it

ARISON Italia srl
Via Santissima Trinità 3 - 41121 Modena - Italy
info@arisonitalia.com


